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SPECIFICATIONS:
 1. OPERATING PRESSURE: 1350 PSI MAX.
 2. AMBIENT TEMPERATURE: +5F TO +158F
                                       FLUID: +50F TO +180F
 3. OPERATING FLUID: GAS TURBINE LUBE OIL,
                                        SPEC #GEI 41003, FYRQUEL
                                        150 OR 220
4.  USE LOCTITE NO. 222 WHEN INSTALLING.
 
5.  USE LOCTITE NO. 242 WHEN INSTALLING.
 
6.  DELETED
 
7.  DELETED
 
8.  PAINT BEIGE PER Y&F FINISH STANDARD YF-1.
 
9.  (GROUPS -1 & -4) APPLY SEALANT IN HOLE
     AND AROUND SOLENOID WIRE JACKET. APPLY SO
     THAT HOLE IS HERMETICALLY SEALED.
     (GROUPS -2 & -3) APPLY SEALANT IN HOLE.
     APPLY SO THAT HOLE IS HERMETICALLY SEALED.
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SPECIFICATIONS:
 1. OPERATING PRESSURE: 1350 PSI MAX.
 2. AMBIENT TEMPERATURE: +5F TO +158F
                                       FLUID: +50F TO +180F
 3. OPERATING FLUID: GAS TURBINE LUBE OIL,
                                        SPEC #GEI 41003, FYRQUEL
                                        150 OR 220
4.  USE LOCTITE NO. 222 WHEN INSTALLING.
 
5.  USE LOCTITE NO. 242 WHEN INSTALLING.
 
6.  DELETED
 
7.  DELETED
 
8.  PAINT BEIGE PER Y&F FINISH STANDARD YF-1.
 
9.  (GROUPS -5 & -8) APPLY SEALANT IN HOLE
     AND AROUND SOLENOID WIRE JACKET. APPLY SO
     THAT HOLE IS HERMETICALLY SEALED.
     (GROUPS -6 & -7) APPLY SEALANT IN HOLE.
     APPLY SO THAT HOLE IS HERMETICALLY SEALED.
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