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PAGA SYSTEM MICROPHONE

HAZARDOUS AREA ACCESS UNIT

TYPE - ACETS01

The ACET is a ‘man - machine’ interface

and facilitates operator control of

ACE100 / ACE16 / ACE4 public address

and alarm broadcast systems from a

harsh industrial environment.

The ACET comprises of a microphone

transducer, preamplifier and  

push - ďƵƩ ŽŶ�ƐĞůĞĐƚŽƌƐ͘

It is energised from 24VDC phantom

supply derived from the host equipment

(which supplies the on board microphone

preamplifier and control electronics). 

The preamplifier accepts audio from a 

noise cancelling microphone and mixes

this with an in-band supervisory DTMF

;ĚƵĂů�ƚŽŶĞ�ŵƵůƟ�ĨƌĞƋƵĞŶĐǇͿ�ƐŝŐŶĂů�ǁ ŚŝĐŚ�ŝƐ�

retrieved within the host equipment

ƚŚĞƌĞďǇ�ĂƐƐƵƌŝŶŐ�ƚŚĞ�ŽƉĞƌĂƚŽƌ�ŽĨ�ĐƌŝƟĐĂů�

path security.

���d^ͬ Ϭϭ�ŝƐ��d�y�ĐĞƌƟĮ ĞĚ�ĨŽƌ�ƵƐĞ�

in a Zone 1 hazardous area

�d�y��ĞƌƟĮ ĐĂƚĞ�E ƵŵďĞƌ�͗�

SIRA 03ATEX2496.

Features :

// Dual circuit intrinsically safe

      preamplifier type ACET 600  

ǁ ŚŝĐŚ��ƉƌŽǀ ŝĚĞƐ�ƵůƟŵĂƚĞ�

safety and security

// Up to two interface keys

(programmable on ACE100)

- Allows emergency voice and

ĂůĂƌŵ��ŝŶŝƟĂƟŽŶ

// KƉƟŽŶĂů�ĚƵĂů�ƐƚĂƚƵƐ�>͘ �͘ ��

- Allows system status display

// Flap Guard - ƉƌŽƚĞĐƟŽŶ�

ĂŐĂŝŶƐƚ�ĂĐĐŝĚĞŶƚĂů�ŝŶŝƟĂƟŽŶ�ŽĨ��

interface keys

// Hyper cardioid noise

cancelling microphone -

Enables use in high noise areas

// ^ŝŵƉůĞ�ůŽǁ �ĐŽƐƚ�ŝŶƐƚĂůůĂƟŽŶ

// Extremely robust - designed

ĨŽƌ�ŽƵƚĚŽŽƌ�ůŽĐĂƟŽŶƐ͘

// Corrosion resistant - Glass

re-enforced polyester

// Field cabling requirements:
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CONTROL : AUDIO :

1 Pair / L.E.D 1 Pair

ϭ�WĂŝƌ�ͬ��ƵƩ ŽŶ

ͬ ͬ �D ĞĐŚĂŶŝĐĂů�̂ ƉĞĐŝĮ ĐĂƟŽŶ��͗

WEIGHT 1.79Kg (approx.)

DIMENSIONS
150mm (W) x 150mm (L)

x 115mm (D)

MATERIAL
Carbon loaded glass

reinforced polyester

COLOUR Black

MICROPHONE

GUARD

Nickel plated copper

ĂůůŽǇ͖�Ăůů�ŽƚŚĞƌ�Į ƫ ŶŐƐ�

stainless steel

HAZARDOUS

AREA

CERTIFICATION

�d�y��ĞƌƟĮ ĞĚ�

Intrinsically Safe Zone

IIB T4

IP RATING IP66
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ͬ ͬ �KƌĚĞƌŝŶŐ�/ŶĨŽƌŵĂƟŽŶ�͗

SUPPLY 24 V DC

TOLERANCE +/- 25 %

CONSUMPTION 30mA (Maximum)

AUDIO OUTPUT Nominal 700mV RMS

PUSH BUTTON OUTPUT Normally Closed Dry

SURVEILLANCE In Band DTMF

EMERGENCY

PRE-ANNOUNCEMENT CHIME
To NORSOK Standard

ACETS/01 PARTS ITEM CODE DESCRIPTION

MODEL TYPE ACETS01 Outdoor IP66 rated PAGA Access Unit

MICROPHONE TYPE F

G

- Flush mounted

- Gooseneck (300mm)

PUSH BUTTON

QUANTITY

0

1

2

dŚĞ�/ŶƚĞƌĨĂĐĞ�ŬĞǇƐ�ĂůůŽǁ �ĞŵĞƌŐĞŶĐǇ�ǀ ŽŝĐĞ�ĂůĂƌŵ�ŝŶŝƟĂƟŽŶ͘

They are Customisable with choice of lens colour and choice of

legend.

LED QUANTITY 0

2

LED’s are available in a choice of red or green.

AREA

LOCATION

SA

IS

- ^ĂĨĞ��ƌĞĂ�>ŽĐĂƟŽŶ

- , ĂǌĂƌĚŽƵƐ��ƌĞĂ�>ŽĐĂƟŽŶ

EXAMPLE

PRODUCT

CODE

ACETS01 / G / 2 / 2 / IS

ACETS01 Outdoor access unit with 300mm gooseneck

ŵŝĐƌŽƉŚŽŶĞ͕�Ϯ�ƉƵƐŚ�ďƵƩ ŽŶƐ͕ �Ϯ�̂ ƚĂƚƵƐ�>�� ͛ Ɛ͕ �, ĂǌĂƌĚŽƵƐ��ƌĞĂ�

>ŽĐĂƟŽŶ

ͬ ͬ ��ůĞĐƚƌŝĐĂů�̂ ƉĞĐŝĮ ĐĂƟŽŶ��͗ // General Arrangement :


