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Gebläseausführung: mit Füßen, Förderrichtung vertikal 
Blower stage: with supports, vertical flow 
 

 

Typ 
Type 

G H– 0,5 I L DN øN øO øP Q S U V øW Z X Y 
Gewicht
Weight 

[kg] 
RB 30/V 275 160 42,5 520 80 160 200 4 x 18 319 1 400 295 32 80 10 35,0 88 

RB 40/V 300 160 42,5 570 80 160 200 4 x 18 319 1 450 295 32 80 10 35,0 98 

RB 41/V 330 160 42,5 630 100 180 220 8 x 18 319 1 513 295 32 80 10 35,0 109 

RB 50/V 360 185 53,5 670 100 180 220 8 x 18 369 1 520 345 42 110 12 45,0 145 

RB 60/V 390 185 53,5 730 100 180 220 8 x 18 369 1 583 345 42 110 12 45,0 166 

RB 61/V 415 185 53,5 780 125 210 250 8 x 18 369 1 633 345 42 110 12 45,0 188 

RB 70/V 390 225 67,5 735 125 210 250 8 x 18 449 1 573 415 50 110 14 53,5 229 

RB 80/V 450 225 67,5 855 150 240 285 8 x 22 449 1 690 415 50 110 14 53,5 267 

RB 81/V 505 225 67,5 965 150 240 285 8 x 22 449 1 800 415 50 110 14 53,5 289 

RB 90/V 445 265 84,0 860 150 240 285 8 x 22 529 1 676 522 60 110 18 64,0 325 

RB 100/V 493 265 84,0 956 200 295 340 8 x 22 529 1 771 522 60 110 18 64,0 360 

RB 101/V 568 265 84,0 1106 200 295 340 8 x 22 529 1 921 522 60 110 18 64,0 400 

RB 110/V 527 300 106,0 1000 200 295 340 8 x 22 599 1 795 618 70 140 20 74,5 545 

RB 120/V 582 300 106,0 1110 250 350 405 12 x 22 599 1 905 618 70 140 20 74,5 625 

RB 121/V 682 300 106,0 1310 250 350 405 12 x 22 599 1 1105 618 70 140 20 74,5 730 

RB 130/V 593 360 135,0 1131 250 350 405 12 x 22 719 1 893 790 85 170 22 90,0 845 

RB 140/V 696 360 135,0 1337 300 400 475 12 x 22 719 1 1098 790 85 170 22 90,0 965 

RB 150/V 771 360 135,0 1487 300 400 475 12 x 22 719 1 1248 790 85 170 22 90,0 1095 

RB 160/V 750 400 170,0 1426 300 400 475 12 x 22 796 2 1163 974 100 210 28 106,0 1730 

RB 170/V 860 400 170,0 1646 350 460 525 16 x 22 796 2 1383 974 100 210 28 106,0 1900 

RB 200/V 823 500 213,0 1604 400 515 590 16 x 25 996 2 1296 1203 120 210 32 127,0 2400 

RB 220/V 1010 500 213,0 1978 500 620 690 20 x 25 996 2 1670 1203 120 210 32 127,0 2800 

Abmessungen in [mm] / Dimensions in [mm] 

Typ 
Type 

A B øC D E F 

RB 30/V 295 215 12 340 250 245 

RB 40/V 295 265 12 340 300 270 

RB 41/V 295 330 12 340 365 300 

RB 50/V 340 275 14 400 320 310 

RB 60/V 340 340 14 400 385 340 

RB 61/V 340 390 14 400 435 365 

RB 70/V 370 315 18 430 365 345 

RB 80/V 370 430 18 430 480 405 

RB 81/V 370 540 18 430 590 460 

RB 90/V 430 406 18 510 461 415 

RB 100/V 430 501 18 510 556 463 

RB 101/V 430 651 18 510 706 538 

RB 110/V 550 480 22 640 536 473 

RB 120/V 550 590 22 640 646 528 

RB 121/V 550 790 22 640 846 628 

RB 130/V 680 542 26 770 600 538 

RB 140/V 680 747 26 770 805 641 

RB 150/V 680 897 26 770 955 716 

RB 160/V 800 750 30 920 825 676 

RB 170/V 800 970 30 920 1045 786 

RB 200/V 1020 865 36 1140 945 781 

RB 220/V 1020 1240 36 1140 1320 968 

R = Manometeranschluss R ⅜″ 
R = Connection pressure gauge R ⅜″


